END CLAMP

END CLAMP —

65 mm DIA. END POST —
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STRETCHER BAR —

END CLAMR

PLACE ORNAMENTAL CAPS ON TOP
OF POST WITH TAPPED SET
SCREW OR BOLT

32 mm RALS —

BULDGE FABRIC TO ALLOW
FOR JOINT MOVEMENT

65 mm ¢ OVERHANG POST
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POST SHIM DETAILS

SHIMS REQUIRED ONLY WHEN POSTS ARE
WELDED TO BASE PLATES. PROVIDE 4
SHIMS PER POST.
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CONST. JOINT-STRIKE OFF
& LEAVE ROUGH

PLACE ORNAMENTAL CAPS ON TOP
OF POST WITH TAPPED SET
SCREW OR BOLT

—— 32 mm DIA. PIPE TOP RAIL.
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20 mm CONTINUOUS
DRIP GROQVE

SECTION THRU FENCE

NOTE: FOR NON-SIDEWALK APPLICATIONS
USE VERTICAL PQOSTS.(NO BEND)

=—|— & JOINT QOPENING
F.F. ABUT. BACKWALL

DETAIL "B"

EXPANSION JOINT OPENING < 50 mm OF MOVEMENT
(FOR FIXED JOINTS MAINTAIN TYP. VERT.

POST SPA, ACROSS JOINT AND PLACE

STRETCHER BAR ON END POST)

DETAIL "C" MAY BE SUBSTITUTED FOR

DETAIL "8"
FENCE PART ELEVATION

DETAIL "C"
EXPANSION JOINT MAX. OPENING > 50 mm

FENCE TO OVERLAP

65 mm DIA. END POST

65 mm DIA. END POST
10 mm ¢ x 65 mm RIVETS (TYP.)

32 mm DIA. RA}LW

32 mm DIA. RAIL END CASTING

/32 mm  DIA. RA‘W

FILL PIPE SLEEVE AND BEVEL

POSTS ARE TO BE SET VERTICAL.

n KNUCKLE TOP_AND BOTTOM OF 50 mm MESH
CHAIN LINK FENCING.

ALL FENCING COMPONENTS SHALL BE
GALVANIZED STEEL OR APPROVED ALTERNATE
LISTED BELOW.

STRETCHER BARS 32 mm RAILS < ALL RAILS, POSTS AND SLEEVES ARE
STANDARD WEIGHT PIPE, SCHEDULE 40.
- ar PLACE ALL NUTS ON OUTSIDE OF FENCE.
< TOP RAIL SHALL BE CONTINUOUS OVER
INTERIOR POSTS. MINIMUM LENGTH OF TOB RAIL
BETWEEN SPLICES SHALL BE 6096 mm.PLACE TOP
SEAIN LINK EABRIC ¥ CACE ve) RAIL SPLICES NEAR /4 POINTS OF POST SPACING.
i i i . NO. 9 GAGE TIES AT 230 mm SPACING REQ'D, ON
‘ RAILS & POSTS WITHOUT STRETCHER BARS.
. ALTERNATE FENCING MATERIALS ARE ALUMINUM,
TOP OF PARAPET ‘A ALUMINUM COATED STEEL, AND APPROVED COLOR
OR CURB 4 COATING SYSTEMS. IF ALTERNATE MATERIALS ARE
USED FOR POSTS & RAILS, THESE ELEMENTS

SHOULD BE DESIGNED.

PEDESTRAIN RAILING MAY BE USED ON

WINGWALL PARAPETS IF CHAIN LINK FENCE DOES

NOT CONTINUE BEYOND BRIDGE.

HANDRAILS SHALL BE USED ALONG BRIDGE

SIDEWALKS WHERE THE SLOPE OF THE SIDEWALK

IS GREATER THAN 57%. TOP OF HANDRAIL GRIPPING
SURFACES SHALL BE MOUNTED BTWN.760 mm & 865 mm
ABOVE SIDEWALK SURFACE USE 760 mm NEAR SCHOOL
ZONES. IF FEASIBLE, HANDRAILS SHALL BE PROVIDED
ALONG BOTH SIDES OF SIDEWALK. FOR HAND RAIL
DETAILS SEE STANDARD 37.2.

FOR MAX JOINT OPENINGS > 150 mm DESIGN

¥ 13 mm ¢ CONCRETE MASONRY ANCHOR,
TYPE "S", 150 mm MIN, EMBEDMENT (EPOXY
ANCHORED) MIN. PULLOUT OF 44.5 KN, THREADED
LENGTH OF ANCHOR, WASHER, AND
NUT SHALL BE GALVANIZED.

TO ROADWAY IMMEDIATELY ABOVE GR
IN POST.SLEEVE LOCATIONS ONLY.

DRILL 5 mm DIA. DRAIN HOLE PARALLEL

51 mm DIA. POST.
32 mm DIA. PIPE

ouTt

10 mm DIA. X 32 mm CARRIAGE GRIND RAIL TO
BOLT. (TYP.) 51 mm DIA. LINE POST (60 mm 0.D.) REQ'D. RADIUS AWAY FROM POST WITH NON-SHRINK BOT. RAIL.
mm DIA, SLEEVE (100 mm  0.D.) GROUT AFTER SETTING POST.
END CLAMP 2 WAY CLAMP WELDED CLAMP
10 mm DIA. CARRIAGE BOLT WITH LOCKING NUT. ¢ RaL
PLAN OF RAILING (TO BE SUPPLIED WITH ASSEMBLY)
NOTE: PLACE ALL NUTS ON OUTSIDE OF FENCE BOTTOM OF MESH FENCING. -
& {oNeRETE
50 | \CONCR
25, 25 88 mm DIA.
15 mm ¢ HOLE 126 15 mm ¢ HOLE FOR STD. SLEEVE
13 mm ¢ BOLTS.
o p QT i 63 | 63
I/ BASE PLATE 19 mm X 126mm X 200 mm
88 mm Dia. SLEEVE 0 \/ SEAL BETWEEN BASE PLATE & TOP OF
OR SLmm DIA. POSTS o < e - 88 mm DIA. PIPE SLEEVE CONCRETE WITH NON-STAINING GRAY
S A OR 51mm DIA. POSTS
° N NON-BITUMINOUS JOINT SEALER
<I o o / &€ FENCE POST 8
Q n
TOP OF CONC,\m e -q | w
~N
A LN 4R \19 mm X 125 mm X 200 mm
—~L N _BASE PLATE = O
d LY - NI
13 DIA. DRAIN HOLE
"7 mm X 50 mm X 200 mm ANCHOR PLATE ¢ pPoST — mm NO. | DATE REVISION BY
¢ POST— TACK WELD A A 13 mm DIA. X 175 mm LONG GALVANIZED HEX STATE OF WISCONSIN
PLAN ANCHOR PLATE @ 1/3 POINTS PLAN BASE PLATE BOLT WITH NUT & WASHER. DEPARTMENT OF TRANSPORTATION
TYPE S, 13 mm DIA. CONCRETE MASONRY STRUCTURES DESIGN SECTION -
ELEVATION ANCHORS MAY BE SUBSTITUTED FOR 5
— 13 mm @ BOLTS. ANCHOR PLATE NOT REQUIRED =t
POST ATTACHMENT WHEN TYPE S ANCHORS ARE USED. STRUCTURE <
" " CONST. DRAWN PLANS
UNIT SHALL BE GALV. AFTER FABRICATION SEE & IN "GENERAL NOTES". conR] 1996 ‘ o oy S
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